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Hot Marking Hz2

Kabelmarkierung

• schnell
• kostengünstig
• flexibel
• hohe Qualität

Cable marking

• quick
• cost effective
• flexible
• high quality
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General
Efficiency is the way to success. The Hz2 by Loepfe makes it possible. Further advantages: Simple ope-
ration, mobile application, flexibility, economic efficiency, excellent readability, lasting and oilresistant 
marking, no shifting nor protruding marking. The Hz2 by Loepfe operates according to the proven hot
stamping method with the use of abrasion-resistant hot stamping foil.

Technical Data
Number of printing wheels 10 or 7 wheels (depending on letter height)

Number can be kept lower and be filled up with spacers.

Working range cable outer-Ø cable ø minimum 1,5 mm
cable ø maximum 25,0 mm

Signs per printing wheel with 10 printing wheels
letter heights 1,5 mm–2,3 mm Standard printing wheels with max. 28 signs

Signs per printing wheel with 7 printing wheels
letter heights 2,5 mm–4,0 mm Custom made printing wheels with max. 20 signs

Foil types Available in different colors and quality

Foil dimension 60 m x 25 mm

Foil consumption min. 12’000 / max. 20’000

Dimensions 230 x 70 x 290

Weight 1,400 kg
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Allgemein
Effizienz ist der erste Weg zum Erfolg. Die Hz2 von Loepfe ermöglicht es Ihnen. Weitere Vorteile sind:
Einfache Handhabung, mobiler Einsatz, Flexibilität, Wirtschaftlichkeit, sehr gute Lesbarkeit, dauerhafte
und ölresistente Markierung, unverrutschbare und nicht vorstehende Beschriftung. Die Hz2 von Loepfe
arbeitet nach dem bewährten Heissprägeverfahren unter Verwendung von abriebfester Prägefolie.

Technische Daten
Anzahl Prägezeichen 10 oder 7 Räder (je nach Schriftgrösse)

Prägeräder können auch durch Zwischenringe ersetzt werden.

Arbeitsbereich Aussen-Ø Kabel Ø minimal 1,5 mm
Kabel Ø maximal 25,0 mm

Zeichen pro Prägerad bei 10 Prägeräder
Schrifthöhen 1,5 mm–2,3 mm Standard-Prägeräder mit max. 28 Zeichen

Zeichen pro Prägerad bei 7 Prägeräder
Schrifthöhen 2,5 mm–4,0 mm Kundenspezifische Prägeräder mit max. 20 Zeichen

Folientyp diverse Qualitäten und Farben

Folienmasse 60 m x 25 mm

Anzahl Markierungen min. 12'000 / max. 20’000

Abmessungen 230 x 70 x 290

Gewicht 1,400 kg


